NON-SKID INTEGRAL PATTERN TO
BE CAST ON TOP OF COVER

8 WEBS 1/2” THICK

1 DIAMETER LIFT HOLE
8 1/2" FROM CENTER
OF COVER

A B B
SEE NOTES 6
SEE NOTE 7
COVER PLAN RING PLAN
- 26 3/8*
‘«—25 /4" —————————— =
24"
_11
%
2]
MACHINED SEAT
|
i::1 1/4*
23 3/4”
—_—] 5’ |———
MACHINED SEAT | 33 3/4*
257 SECTION B-B
SECTION A-A
NOTES:!
1.  COVER SHALL HAVE THE WORD “DRAIN“ CAST IN 3“ RAISED LETTERS.
2. (NOT USED).
3. RING AND COVER MATERIAL: DUCTILE IRON ASTM AS36-GRADE 80-55-06 OR CAST IRON ASTM A48-CLASS 30,
4, DUCTILE OR CAST COVER SHALL HAVE MINIMUM WEIGHT OF 150 LBS.
5. DUCTILE OR CAST RING SHALL HAVE MINIMUM WEIGHT OF 210 LBS.
6. RING SHALL HAVE THREE 5/8“-11 N.C.
TAPPED HOLES AT 120 DEGREES. A
7. COVER SHALL HAVE THREE COUNTERSUNK A .
5/87-11 N.C THROUGH HOLES AT 120 ,g*"’, < C J[ O]C STORM AND SURFACE
DEGREES TO MATCH RING. S N WATER UTILITY
8. LOCKING BOLTS SHALL BE 5/8“-11 AR B e| | evye

N.C. X 2 304 STAINLESS STEEL SOCKET

5. EICH MODEL 3705CPT/37157PT, OR EQUAL, | T
10. RING AND COVER SHALL BE RATED H-20. 247 BOLT-LOCKING MANHOLE
RING AND COVER
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